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Compare of the CD players

if you buy a car:
you go for the very best then rolls royce. money is not important USD870 but rather ugly

www.lua.de cantinella mk II oem by Doge

you go for reasonable luxury: Mercedez

Daily good family use with best efficient in price: Toyota

 

In China
Doge cantilena MKII http://www.lua.de/e/seiten/cd_spieler/fr_cd_spieler.htm
Is the rolls Royce and is the best cd player in china. Doge was the former chief engineer of Jolida.

Davinci is S320 Mercedes

Jolida  JD100 is Daewoo …..OEM by Original 

Shengya is Space wagon all facility available and cheap but not refine. 

 
Europe is a Galapagos for low efficient hifi components. Now the fierce tigers are coming to attack and this will be the doomsday for those low efficient items

My point of view
My best option:i will buy da vinci and modified with M-cap if my home is bigger....top loading problem(now there is a free promotion modification)/ Doge is also best choise if you have a bigger budget.

Best environmental protection plan: keep a cheap DVD or old CDP and buy a Xindak DAC-3

Best household family investment: Original 2008, never outdated and a piece of art...actually i have this one at home.

Best budget buy: JD100(faded out) & A6s & Katana

For smart customers: A6S (actually this is the core of JD100) and jolida JD100 has changed the metal case; add on a tube output: but more unreliable power board.

 

SACD owner: best choice Xindak SCD2 if you love tubes. And good reliability seems not possible with any sacd now in china..and you need to wait a little time for the upgraded version from jungson and xindak and shanling as well.

If you have a budget for a good outlook then shanling is not bad 

http://www.homecinema-fr.com/forum/viewtopic.php?t=29732028
 however it even plays with  excellent regular cds performace too.

But unfortunately this has been out of stock for months…over 30 people on the waiting list.

If you follow the advertisement...Cayin CDT15A..Excellent QC but sound performance is much better than the CDP from outside of China. We do not need to comment on this already famous cdp.

Esound E5A

you can hardly find comment about Esound in china forum to because it is a rather new product .
they are good when compare to foreign imported cdp. 

But Esound is the only manufacturer who can come close to the big brother Original.

 But if you are looking for balanced output then this will be of first priority.

· no op amp in the rca analog stage
· individual pure class a circuit output
· expensive tcco clock system
· (temperature compensated crystal oscillator) only found in most expensive gears e.g. mark levinson, wadia or gryphon
· special hand-made no welding point transformer
· custom designed for european countries
· wima black box in electric supply & tuning
· rca unbalanced and xlr balanced output
· exclusive "balance tuning technology
We are successful because we do not bias. We work for one brandname: coemaudio
Jolida JD100 (faded out)

excellent sonic performance. This month we have just started this new product and we have sold out 30 pieces. Please search the French sites for this comment. This is the best-sold item in our history. It provides also headphone convenience. Attention: this headphone amp part is excellent)))))))) So no need to buy headphone for headphone fans. The new JD100H with HDCD has been launched (all black)   but JD100 is fading out in local market

http://www.homecinema-fr.com please see the forum for JD100
CD player is always the strong point of the professional manufacturer Original. No question , Original have nearly dominated the Chinese audio market for the last ten years.

Foreign vistors usually visit H.K. for hifi mission. Most of them wanted to get the JD100 but eventually they bough the Original CD player instead after the AB control comparison. So actually it is hardly find anybody buying JD100 in Hong Kong.

Original A6s has scored full mark in Norway audio magazine but crazy enough cost around only $2xx. Even at this price they provide metal remote control. It is actually the Jolida Jd100 without the tube output and different power board and metal case and it is very expensive in Taiwan and is a top seller too.

http://www.acdc.com.tw/equipment/digital/cine/cine_cd_a62.htm
The higher Original A8S  $3XXhas been the best selling cdp in china for years. The export version is OEM for Cine(. Is claimed to be made in USA and sold for USD1000 and is on the top of the list of Taiwan and beating the second one imported from USA which cost USD1300.

Original 2008  $4XX is the full metallic version of A9s, which is an improved version of A8s. Only the metal case can worth USD500! 
Original Da Vinci $6XX with the schematic of Naim Ikemi is the new flagship of Original. But you need to have a shelf that allows it to open the top cover for top loading. But recently we provide free modification to the M cap reservoir and op-amps this will push the flagship up to become man-of-war 

Good sense of music and it has the well balanced musically performace of very expensive cdp.

Shanling T100C

A qualified product with added outlook advantage. If you want to pay something more for the outlook for decoration it is a great choice. 
Shanling: good looking design dominate everything. It sonic performance is satisfaction but not the best . If you buy it for the eye then go for it.. The extra money of USD250 for the outlook is a big worth…..but recently they have readjust the price tremendously in jan 2005

Spark CDT15a: $4XX good construction and typical tube cdp sonic performance and welknown. . Excellent QC…but if you challenge it with the cheap A6s then you will think Original products are much superior

Esound is good and is the only possible challenger to Original. If there is no Original CDP, this could be the king of cdp professional manufacturer in china.. However if you are looking for balanced output. This is your choice…Katana is also balance output compatible

Shengya CDP are very famous because all the other Chinese cdp is still not yet shipped outside. The poor marketing skill account for this: how can you search in the Yahoo for a plain name “original”? It comes up with millions result not related. So you could see what happens that Shengya is not very recommended in the keen competition in china.

Xindak SCD2: the first SACD with tubes in the world. The performance without the M-cap modification beat out the Sony 777. The first version had very big skidding problem but the consumer still prefer it because of no parallel choice and competitor. The competitor cannot even come close. The same skidding problem comes with Sony as well. The forum report was excellent even for the troublesome first version. If they had tried the third version they will be shocked.The third version has improved in the skidding management at least 95%. The LED has new and brighter display and lower interference. We have push the performance to a further limit: our special M-cap modification version make you further improvement for 30%. If you have been to the heaven , you know where is hell.  More, even as a normal CD player and not playing SACD, it is good performing as well.thanks to the two individual sets of decoder for both HDCD and SACD. There is ability to work as preamp and have volume control on the remote control adds to the convenience.nearly 80% are picking the mcap version.No kidding ..hearing is believing the great difference. I dont know people are happy so early to give a great comment before hearing the M-cap version.

Unfortunately xindak has stopped production for the version 4 and there are already 36 customers on the waiting list.
Xindak DAC3: if you have an old cdp. You can keep it as a CD driver. Coupling with this DAC3 decoder(normally comparable to the product of USD2000 in the market) you are pushing the resolution of the regular CDP up the enjoyment of a SACD player. We have a record of 28 customer queueing on the waiting list for this decoder.

The shipping charge is similar for all the cd players. So it is not worthwhile to buy the junior versions and waste the shipping charges.

We dare to say we always give the honest report of all the products available in the market without bias .We work for only one name: COEM (Chinese OEM) If we hard- sell then this will be the story of “The wolves is coming”. We have no rooms for the small- potatoes- products in our shop.

There is no best choice because it is up to the inclination of the customer, price and outlook considerations. We hope we can give the best helping hand.


If you modify the A8s you are pushing the limit up..the opamps..too..this is a very high potential item this has been our greatest toy for Mr Cheung who is the chief writer for Local audiophile magazine in HK. 
Informations from the websites

faded out and pls go for the JD100H

 http://www.enjoythemusic.com/magazine/equipment/0304/jolidajd100a.htm
  This handsome CD player is swimming against the tide of today's mainstream digital component marketing, which is focusing primarily on the high-bit-rate SACD and DVD-A software formats and multi-format "universal" playback machines. At $900, the JD100A is what I regard as "affordable," although its Red Book-only (the Sony/Philips specification for 16-bit standard CDs, not the sayings of Chairman Mao) playback capabilities might seem to put it at a price vs. features disadvantage against a legion of inexpensive combo players from the usual brand name suspects. But value in audio is often more than skin, or feature, deep.

Jolida's goal here is clearly a musical presentation that is not typically "digital"-i.e., at least in the lower price ranges, clear and detailed, but often somewhat "cold" and emotionally uninvolving. The JD100A is remarkably seductive, and consistently draws me into the music it is playing, whether classical, jazz, rock, or what have you. Its personality is -- yes; I'm going to say it -- rather analog-like.

That quality begins, I think, with the player's primary gain stage built around two 12AX7A tubes. Moreover, the audio circuit comprises discrete components, with none of the op-amps that make up the signal path in most mass-market big-brand-name players. A high-resolution Burr Brown 24-bit/96kHz DAC chip performs the digital-to-analog conversion. Two substantial transformers and a solidly constructed and well-damped chassis account for the player's unusually hefty 22 lb. weight.

The transport is the familiar Philips CDM 12, which although not exactly silky and luxurious in its action is recognized for providing decent sound and reliability. The remote control wand is more than I would expect at this price point: black anodized metal with clearly identified chrome-finish ball-bearing buttons, and heavy enough to subdue an intruder. It supports the usual remote functions: 24-track programming, direct random track access, search, track and disc repeat, etc.

I do wonder why Jolida, instead of laying out the direct track access numbers in the usual telephone keypad format, decided to put the INTRO button where the 1 usually goes-thereby shifting every digit to a non-intuitive spot. Weird, and I never really got used to it -- especially when listening in the dark as I prefer.

Connections are basic: IEC AC power jack, Toslink and RCA coaxial digital outputs, a single pair of RCA analog outputs. A nice touch for headphone fanciers (I am not one) is a front-panel headphone Jack with its own playback volume control. That could allow the JD100A to function as a stand-alone private system in, say, a dormitory room.

 

Setup And Listening
After several weeks of secondary system break-in time (somewhat longer than I expected), the JD100A went right into the reference system-where, by the way, it was the lowest-priced item in the audio chain, cables included. For several weeks I used it two ways: as a transport for the fabulous Dodson DA-218 DAC, and as a stand-alone CD player. (Come to think of it, the Dodson is kind of a spiritual cousin to the JD100A, also being a Red Book-only design.)

As a transport the JD100A is competent but nothing special. I didn't expect it to compete with my highly hot-rodded Sony SCD 777 SACD player or Pioneer DVD player. But a stock Arcam Alpha 9 CD player-to be sure, itself almost twice the price of the JD100A, also clearly bettered it as a transport. How much does that bother me? Not a bit. The JD100A is first and foremost a player, and in my view the digital out is really just a convenience.

As a CD player the JD100A gets two different verdicts. It will surprise no one that by left-brain audiophile checklist criteria it can't hold a candle to the Dodson DAC or my extravagantly upgraded Sony. Comparing frequency extremes, dynamics, inner detail, soundscaping-all the elements that make up the numerical ratings at the end of the review-those 10-times-more-costly thoroughbreds stomp all over the poor little JD100A.

But after a couple of weeks of righteous left-brain analytical comparing I decided to just listen to the JD100A on its own for a while. And before I knew it that "while" had stretched out to more than a month. Although I could recall the differences between the Jolida and the high-priced spreads, it just didn't happen very often. Serving as the digital source in this highly revealing system, the JD100A was always at once lively and relaxing, letting the music unfold naturally. This player, I realized, is a terrific right-brain (intuitive, emotional, pleasure-seeking) machine.

 

Tweaks?
I guess I would be shirking my duty if I failed to mention that the JD100A responds quite well to certain basic tweaks. It faithfully mirrors the sonic properties of three different aftermarket power cords, a couple of which cost more than the JD100A itself. It also benefits from sitting on four Vibrapods, sounding slightly firmer in the bass and airier in the highs. Adding the new Bybee Slipstream RCA Magic Bullets (reviewed in February by Max Westler) between the JD100A and the VTL TL7.5 preamplifier produced a dramatically more vivid and immediate presentation. I have no doubt that a bit of tube-rolling could produce some intriguing effects, although I did not experiment with alternative tubes. No doubt my esteemed colleague Dick Olsher could offer some good suggestions.

 

Who Needs It?
I have a vision of the ideal JD100A owner. He-or quite possibly she-loves listening to music and wants good-looking, good-sounding gear, but is free of the afflictions of audiophilia nervosa and stereo-system-as-status-symbol. Depending on age, maybe this listener started with vinyl and eventually gave in to the ubiquity of CD. He or she has over the years amassed a pretty good CD collection, has already been through the newer-is-better remaster/reissue duplications of CDs already owned. He or she is not thrilled at the prospect of dealing with new formats that require buying unfamiliar new components -- especially at the prices the new discs are going for.

If any of the above strikes a chord with you, I strongly recommend that you check out the Jolida JD100A. It looks good and it's good to the music. For the right listener it's a heckuva value!

 

Specifications 

Type: CD Player / Transport 

Frequency Response: 20Hz to 20kHz (+-0.5dB) 

Signal to Noise Ratio: > 102dB 

THD + N Distortion: < 0.01%, 1kHz 

Channel Separation: > 96dB (1kHz) 

Line Output Voltage: > 2V, 47 Kohms 

Digital Output: 0.5Vpp, 75 ohms 

Headphone Output: 35 mW, 32 ohms 

Power: 110V or 220V AC 50Hz/60Hz 

Power Consumption: 20 watts 

Dimensions: 17 x 12 x 3.5 (WxDxH in inches) 

Weight: 22 lbs. 

Xindak DAC-3 digital decoder
Super Low Jitter Precis ional master clock circuitry.

Delta digital interface sonic digital up-sampling circuit resembling Denon AL24 processor. Upgrading the 16bit/44.1KHz format of normal CD to 24bit/96kHz format.

Multi-step Seelen-key low-pass filter

Audiophile chips from AD Corporation USA: AD1854K 24bit/96k DAC

Full employ of high prcis ional five rings metal foil resistor

Wima and Elna polypropylene capacitors.

Clean power supplied by multi isolated shielding filter dual round transformer. Digital and analogue separate power supplies.

 

Dynamic range: 113dB
THD: -101dB

Frequency response: 20Hz - 20kHz(0,±0.5dB)

S/N ratio: 112dB

Output impedance: 470Ω

Output voltage: 2V(RMS, 0dB)

Original CD-9.8 Da Vinci CD player
· Base on Naim Ikemi circuitry

· PHILLIPS GAM12 laser pick-up

· Original SERVO the DSP mode processor;
· patented GOS digital processing technology
· precise master clock electric circuit, reduces the time base error;
· HDCD decoding and the digital filter, multistage Delta sigma DAC
· The independent dual sound track designs analog output electric circuit; dynamic with progressive analogue circuit filter.
· two groups of round transformers 
· enclosed transformer isolated chamber, effectively isolates the electronmagetic interference
· 8 groups power sources voltage-stabilizer circuit 
· precision power source filter feed circuit
· The progressive analog filter electric circuit enable pompous dynamic

· RCA, Digital coaxial and optical cable outputs are available;
· TOP LOADING precisional transport mechanism.

· infrared remote control to examine the small dish laminated shape condition as necessary, guarantees the machine to work under the normal state;

· added nolstagic pleasure of top loading mechanism

· illuminated panel indicator for prompt keyboard operation even in darkness .

· Aluminum alloy CD anchorage and aluminum alloy engine case;
· The translucent acrylic deluxe finish for added nobility
· Concealed bolt design for security, not to be easily to disassemble; Aluminum alloy outer case
· specifications:
Power output: 2Vp-p
Frequency response: 20HZ-20KHZ
Signal to noise ratio: 102dB
Dynamirange: 98 dB, 104 dB (HDCD)
THD: 0.0015%
case size: 430 (W), 75 (H), 320 (is D)
net weight: 12kg

Original CD-A8s 
patented DSP mode Servo processor
GOS patented technology (to gain original sound) the digital processing technology
precise master clock circuit, reduces the time base error
PCM1732 (24Bit/96KHz HDCD numeral filter)
Delta Sigma DAC and digital IC
6 levels of precise numbers/molds bistable pressure electric circuit
RCA ,coaxial, the optical fiber outputs 
Full metal remote control
Specification:
· Size: 430 (W) ×75 (H) ×310 (D)
· Net weight: 7 kg

· Power output: 2Vp-p
· Frequency response: 20Hz-20KHz, ±3dB
· Signal to noise ratio: 95dB
· Dynamirange: 97dB 102dB (HDCD)
· THD: 0.002% 
Original CD-A6s 
patented design DSP Servo processor  
GOS patented (to gain original sound) digital processing technology
precise master clock electric circuit, reduces the time base error
Uses Crystal 4,390 24Bit 128 times ultra to take a sampling Delta Sigma DAC and digital IC
In sets at 6 levels of precise numbers/molds bistable pressure electric circuit
The disposition simulates RCA and the numerical code coaxial, the optical fiber outputs each group
Disposes the pure metal remote control

Specification

Size: 430 (W) ×75 (H) ×310 (is D)
Net weight: 7 kilograms
Power output: 2Vp-p
Frequency response: 20Hz-20KHz, ±3dB
Signal to noise ratio: 95dB
Dynamic range: 97dB
THD: 0.005%
Original CD-2008:
· Built in with the Original patented SERVO DSP mode processor
· Philips CAM 12 laser pick-up

· PHILIPS VAM12  Built –in HDCD decoder and digital filter
· Precise master clock circuit, significantly reduces the time base deviation.

· Patented GOS digital processing technology 
· Uses PCM1732 (24Bit/96KHz HDCD digital filter)
· Delta Sigma DAC and digital IC
· 6 levels of precise digital/ analogue reciprocal dual stabilizing circuit

· independent dual mono sound track designs double analog output electric circuit
· 2 sets of round transformers in isolated shielding chambers against interference of EM waves.
· Built-in honey-cone shaped core chasis totally rectify vibration interference 
· Analogue RCA , coaxial, and optical fiber outputs
· 4 alloy cone-shapes anti-vibration spike and full cyber look alloy remote control
· The elegant and sophisticated cyber out- look (patent number: ZL 013 50547.5) 

· Heavy-metal remote-control
Specification:
· Size: 430 (W) ×95 (H) ×310 ( D) 

· Net weight: 15 kilograms

· Power outputs: 2Vp-p

· Frequency response: 20Hz-20KHz, ±3dB 

· Signal to noise ratio: 100dB 

· Dynamic range: 97dB 102dB (HDCD) 

· THD: 0.0015%
 

Katana Jungson CD player   (http://incadesign.com/katana.asp)

	"The Katana is an accomplished CD player with considerable poise for one so affordable. It may not be all things to all men but then such players do not, unfortunately, exist at this price point, and its enjoyable mix of sonic skills and superb build quality should make it something of a giant slayer in the sub-£1000 arena - this is a bargain!" Jason Kennedy
Hi-Fi Choice August 2004 Awards
Hi-Fi Choice Best Buy


Price: $1,390 AUD

( approximate HKD7700)
Excellent build quality that should really cost twice as much combined with a smooth, detailed and three-dimensional sonic presentation

Introduction 
One of the key principles of the design is to allow the CD transport to operate free from unwanted resonance and vibrations, a platform which would neither distort or flex, a platform which would provide a rigid base for the analogue and digital circuits together with the digital transport. 
· multi element chassis with extruded 4mm thick aluminium side cheeks, profiled so at to break up resonance which could form in a solid slab of aluminium, with an 8mm thick aluminium front panel, and a base plate made from two sheets of material, aluminium and copper, bonded together to form a multi layer composite. The copper was placed on this base plate to form a highly effective RFI/EMI shield from components which may be located beneath it in an equipment rack. A heavily damped 3mm top plate finishes off the enclosure, making a none resonant enclosure, highly resistant to vibration and resonance's, allowing the electronics to operate at their highest level of performance.

Power Supply

One often overlooked area of CD player design is the power supply, yet this is a crucial area as failure to supply sufficient current to the analogue output stage, inadequate isolation between the digital and analogue stages, ineffective filtering of the incoming power and lack of damping of the magnetic fields generated by transformers can all prove seriously detrimental to the performance of a high end CD player. 

· The PSU design began with a massive R core transformer, a transformer which is capable of delivering more power than a similar sized EI core transformer, whilst the twin bobbins mutually cancel out much of the magnetic flux leakage of an EI core device, meaning far lower levels of stray magnetic fields within the CD player chassis.
·  To further ensure isolation of the transformer from the rest of the players internal electronics, the transformer has a copper shield enveloping the windings, effectively isolating the transformer from it's environment. The power is then rectified and fed to a bank of capacitors which, in turn, feed the individual analogue and digital circuits together with the transport mechanism, each well isolated from each other, ensuring that modulations in one circuit pass the other circuits without distortion.
Transport

· The classic Philips VAM 1202, a direct replacement for the classic Philips CDM 12.1 and 12.2 transports used in players such as the Primare and Sugden Masterclass players has been used. 
· compact chassis ： the transport has been mounted onto a slab of copper, 10mm thick and 160mm wide which is then fixed to the base plate of the player. This rectangular slab has also been precisely machined to break up the resonant modes in the material.

Digital Electronics

· Burr Brown PCM 1732 upsampling DAC upsamples internally to 96/24 and includes a HDCD filter, allowing this single chip to upsample, perform D to A conversion and automatically recover HDCD data.
· high level of integration not only aids reliability, but lowers the generation of EMI/RFI and magnetic flux and vibrational energy which can, in itself, cause distortion through microphony. This has resulted in an analogue output stage requiring far less of the usual heavy filtering used in CD players to remove these various types of distortion from the signal. This gives the Katana a sound and presentation which is far more accurate to the original musical event. Through the application of high quality components, carefully filtered power supplies and a unique suspension arrangement on the analogue output boards, the resulting board has excellent drive capability, possesses an exceptionally fast and open sound whilst producing a large, highly focussed soundstage. Unusually for a CD player at this price point
· Katana is equipped with not only single ended outputs, but also balanced outputs on high quality XLR connectors, allowing the Katana to be used in a fully balanced system.

Digital Outputs

When examination of many current digital transports showed that many of these units are CD players with the DAC stage removed to produce a digital transport, then priced at a premium, however the digital transport has already been integrated, therefore the Katana is equipped with a high quality, low jitter S/PDIF coaxial digital output and a TOS Link optical digital output.

Control

The Katana can be controlled from the simple transport buttons on the top plate of the CD player, which are inset in a milled enclosure and are designed to illuminate when used giving a visual confirmation of your instruction to the player. 
elegant, laser sculptured wooden remote control. 
Design

In today's increasingly compact homes, few people have the luxury of having the audio system locked away in a separate listening space, so with this in mind the truncated pyramid design has been fabricated to make the Katana at home in the most stylish of spaces. The none rectangular shape also has the practical function of not supporting resonance modes readily, further isolating the Katana's internals from the outside world.

The S.E. Katana (Special Edition)
The Special Edition is for those listeners who demand the very best. Careful substitution of the high quality capacitors in the power supply stage for very expensive, high-end variants, replacement of the standard crystals used for timing with more accurate versions which are in turn heavily damped. A sophisticated new filter to shield out RFI. Through RC filtering in the digital stage the increased level of performance from this design is stunning. This very special player is capable of challenging the very finest players available today and represents astonishing value.

Moon Harbour HDCD Player CD-S2
    www.jungson.com 
Specifications: 
• Power Supply: 220-240 V AC, 50 Hz
• Frequency Rage: 20 Hz – 20k Hz (± 1 dB)
• S/N ratio: = 100 dB
• Harmonic Distortion = 0.001%
• Output: 1 × XLR (Balanced), 1 × RCA (Unbalanced), 1 x Optical, 1 x Coaxial
• External Dimensions: 376 x 370 x 105 mm (W/D/H)
• Mass: 11 kg
Xindak New Product: Muse Series CD-Player
All of these three adopt the same design on the appearance. 
Xindak series cd player models： 

· CD 1.0: solid state output version 

· CD 1.0 MKII: transistor output /graphite base 
· CD 1.1: E88CC tube output 
· CD 1.2: transistor / tube   dual output

characteristics
1. précis system time clock circuit/ VD servo and D/A decoder sychronise from same clock frequence generator totally in same phrase，effectively reduce the wow and flutter and reduce the possible distortion. 

2.adopted high precision seperation technology: left and right channe data output separately without interference. 

3.super high stndard linear power supply/high quality round transformer/digital, analogue,left and right channel isolated power supply, improve purer signal quality.

4. two chips for D/Ainterchange。Isolated sound frequency data dual decoding/ dual digital filter /audiophile class processor amplification 

5.two sets of RCA（parallel）output、one set of XLR output ； 6.3mm headfone connector

coaxial output/ optic fiber digital output 

6.each channel use the Bitstream technology high performance  TDA1305 DAC chips，this IC is widely used in marantz CD-16D、Micromega Stage 6 reference CD players。 

7.Philips TDA1305bit  DAC chips，sonic performance inclination solid and grand , suitable for audiophile who loves a warm coloration. 

Specification

· coaxial audio output voltage： 2V RMS(1KHz,0dB) 

· XLR： 1) 0V RMS 2) 0.75V RMS 3) 0.75V RMS 

· S/N ratio： coaxial > 100dB， XLR > 105dB 

· THD： < 0.0016% 

· Dynamic range：100dB 

· frequency response： 20Hz ~ 20KHz 正负0.5dB 

· channel seperation：95dB 
DOGE (LUA ) Cantilena MK II CD player

Pls must keep low profile and do not comment on the internet about the Doge so that the german dealer will not get the manufactory embarrassed and we do not want to kill the hen with golden egg…
http://www.lua.de/e/seiten/cd_spieler/fr_cd_spieler.htm
the best sonic performance cd player in china under USD1000

but the most bad looking …perhaps :o)

(nearly all the tube amp products of Doge beat Consonance but bad looking )
Technical data:
· Frequency- response: 20 Hz - 20 kHz, ≤ ± 0,2 dB

· Distortion THD +N: ≤ 0,01 %
· Channel- selection: ≥ 92 dB
· Channel- balance L/R: ≤ 0,15 dB
· Dynamic range: ≥ 96 dB
· Output- resistance: ≤ 200 Ω
· Laser- unit: Philips

· D/A converter: Crystal, 24 Bit

· Tube output stage, with 3 LUA- matched tubes, 2 x 12AX7/1 x 12 AT 7, 4 power-supplies
· S.O. digital filter developed as tube differential- amplifier and single ended Class- A  tube output, without use of any semiconductor. 
· 2 similar RCA- cinch- outputs, providing a convenient connection for a separate headphone- amplifier. 
· Tuned final- stage with selected polypropylene WIMA MKP 10 capacitors.
· Power consumption standby: ≤ 0,1 W

· Dimensions: W x H x D : 32,5 x 10 x 32 cm Cross weight: 12 kg
Design: mirror polished stainless steel front panel , including metal IR. remote control. 
However : the new Lua appassionado has surpass this Cantilena and is the best winner in the price range (pls be low profile on internet)

Technical data:
· Frequency- response: 20 Hz - 20 kHz, ≤ ± 0,2 dB 

· Distortion THD +N: ≤ 0,03 % 

· Channel- selection: ≥ 92 dB 

· Channel- balance L/R: ≤ 0,15 dB 

· Dynamic range: ≥ 96 dB 

· Output- resistance: ≤ 200 Ω 

· Laser- unit: Philips 

· D/A converter: Crystal, 24 Bit

Specials:
· Class A output single ended triode tube stage, with 6- tubes ~ 4 x 12AX7LP / 2 x 12 AT 7 EH, 

· 7 power-supplies a.s.o..

· New in market! From D/A converter to output totally designed with tubes (no semiconductors used) including sampling filter.

· Only finest WIMA MKP 10 double- layer, polypropylene coupling capacitors, selected to 0,2 % tolerenace are used in signalpath. 

· 2 similar RCA- cinch- outputs, providing a convenient connection for a separate headphone- amplifier.

· Dimensions : W x H x D : 44 x 11,5 x 37 cm

· Gross/ net weight : 19,00 kgs/ 15,35 kgs

· Design : mirror polished stainless steel front panel dark blue cabinet, including metal IR. remote control. 

 

NEWS: 

Compact has bought the company of Esound

Jolida JD100 is faded out from China market.
Jolida JD100H with HDCD is filling up the market of JD100 (only black in color)
it seems that the common problem with most chinese sacdplayer: they use same chips which is made in shenzhen and the skidding problem is a headache: shanling, jungson and xxindak are excellent in sonic perofrmance but xindak has over 40 customer waiting on the list.
in oct.04  we urged jungson to stop the production of the sacd player too until further solution comes up...but if you dont mind about the potential of skidding then you can order.

News dec..2004 national hifi show

..fotos available on request

Original limited version LEONARDO perform a great step forwards over all the cd player in china

Informations available

A8T spec: Coem best buy Award 
the new A8T which integrated the national hot seller renowned national hero A8s, which has been king for two years with the new tube sovtek 12au 7 output stage (both tube and non tube output option) and immediately won the National Expo exquisite cd player of the year award. And no question this new tube cd player will be the best seller 

1. PCM1732 (24Bit/96KHz HDCD numeral filter)precise, reduces the time base error 
2. patented DSP mode Servo processor
3. Delta Sigma DAC and digital IC 
4. 6 levels of precise numbers/molds bistable pressure electric circuit
5. RCA ,coaxial, the optical fiber outputs
6. Philips VAM12 laser pick up

7. Full metal remote control
8. Built-in patented Original servo DSP processor

9. Philips saa7324 digital servo chips

10. Patented GOS patented technology (to gain original sound) the digital processing technology
11. precision master clock circuit 

12. HDCD decoder and digital filter

13. Multi stage delta sigma DAC

14. Isolated channel dual analogue output circuit

15. Patented low pass filter for sonic signal purification

16. Tube RCA output as well as transistor RCA output .

17. 12au7 sovtek tube for added warmth and tube-taste

18. 6 level pricisional digital / analogue power supply stabilizer

19. high efficient round transformer

20. full aluminum metallic case / Metallic remote control

21. RCA X1/ digital coaxial output X1 / optical fibre output X1

Leonardo 5 th anniversary limited edition cd player 

· Philips VAM12 laser pick up

· Integrated circuit board design: Philips servo circuit/power supply circuit / DA exchange circuit / analogue output / digital processor : all integrated onto a single bigger circuit board.

· Philips CD7-II servo system specially software specially designed for this CDP

· Microsoft digital filter chips PMD200

· DAC：dual channel output  PCM 1704

· Dual individual operated OPA627, OPA604 plus double operation 5532 for filter and analogue parts.
Upsampling super capability：
1. Standard conventional ：20bit/96KHz HDCD
2. From 16bit/44.1KHz up-sampling to 24bit/176.4KHz equivalent to 24bit/196KHz 
3. From 16bit/44.1KHz up-sampling to 24bit / 352.8KHz
· Two sets of built-in round transformer and self contained isolation metal chamber effectively shielding out interference.

· Top loading/ tough and stable aluminum alloy drive/ adjustable pillar

· Analogue RCA/ XLR true balance output /digital coaxial/ optic out

· The most beautiful remote control in China.

Specification

S/N ratio：


 110dB, 1KHzJF, -122dB

Output voltage：

 RCA 1.5Vpps

Balance：


 1.5vpps

Dynamic range：

 120dB (24 bit)

Frequency response：
 5Hz-20KHz

THD：



 0.0012%

Signal separation：

 >100dB

Information update: 2005/3/14 AB control challenge winning Wadia 20+27

Supplementary information update

reliability is another issue.
 

honesty makes us grow.

we currently found the the power board of the JD100 is not steady. But one out of 10 can be trouble some.. we have reflect this to shanghai and will rectified this in few weeks time. They stop all the production and will launch the new power board in few weeks time. But it seem that the JD100H currrently does not have the problem. So i would say if you still want to try your luck it is a little risky, 

 

xindak has stop all the production too on the scd2..they are now making the fourth version so as to push the soft ware to a even higher  reliable standard. But i dont see the technician of jungson and consonance can come closer . Xindak is leading and even exceeding the performance of 777. 

 

the normal CDs are excellent when played on this machine..but not the other scdp..

 
p.s.

the supply of JD100 is terminated in our list but we found that the internal mechanism of JD100 is from the cheap but excellent Original A6s but the A6S is far more reliable perhaps it does not have a tube output.

 
2005/5/9  Jungson launch the new tube sacd player with conventional Jungson stainless front panel and black alum pyramidal metal case . This will dominate the total maket in a short time at only USD 797

-the old model stopped for production for months under our advice because of the skidding track problem of the software with the Sony chips
but now they have rectified the problem with new software and perhaps with a ROM to overcome the skidding problem

and they are the only first company to have this patent design in china.

 of course , the added tube output is a valuable assets too
Normal cds are upsampling to 192KHz format

http://www.jungson.com/content/product_pages/sacd.htm
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表單的底部

Dear Norman

I have had the 2008 for a week now and I must say I'm very impressed. The player improved my system much more than I expected. The guy whos review I sent you was absolutely right and there are even more positive things in the sound. 
First thing that I noticed was the clear and well balanced high range. Compared to my old cdp (Marantz CD 67 mk 2, price was about 300 USD in

Finland) I noticed that the old one somehow highlighted the sound and for

instance a soprano sounded almost horrible compared to the 2008. This was

the one and only thing I was worried about because the rest of my system

could have quite bright sound and a cdp which also sounds bright could give

me trouble (as I noticed that the sound balance was incorrect with my old

cdp, thanks to the 2008). The 2008 fitted perfectly into my system.

Second thing was the depth, accuracy and power of the low range. As if my

system some sort of bass boost in the lowest range. The bass extends much

lower now and the resolution of low range is phenomenal. With Yim-Hok Man's

Poems Of Thunder the drums have more power and depth than before and with

Steve Vai's Real Illusions: Reflections the bass got more important part.

Then the three dimensional sound image and stereo image. I noticed that the

soloists (whether it was a singer or a guitar player or a pianist) was now

distinctively in his or hers own place in front of the orchestra. Also with

Vangelis the different instruments were much precisely in their own places

even in the depth axle. The stereo image is very accurate. In one case I

noticed that the guitar I thought to be a single guitar (or two guitars

mixed in one spot) was actually two guitars which were very close to each

other. Also the stereo image became more wider than with the old player.

So the player was everything and much more than I expected. I like the sound

and the construction of the player is very good and robust. And with your

price it is more than a bargain.

If it helps you or the designers at Original I'll put my system

specifications at the end of this email.

Thank you again.

Yours,

Pekka Niskanen

System specs:

B&W 705 speakers

Audio Analogue Bellini pre-amp

Two Audio Analogue Donizetti monoblock amps

Nordost Solarwind bi-wire speaker cables

Nordost Solarwind RCA-cables

Old CD-player Marantz CD 67 mk 2

News August 2005
Original new killer  2008F

Outlook of super cyber 2008

Merging the ability of Davinci (musicality) and 2008(resoulution)

Double upsampling

This will dominate the market in a tremendous pace

2008 F SPEC.
· PHILIPS VAM12 laser pick-up.

· Philips CD7-II digital servo system.

· Burr-Brown’s PCM-1792 (24Bit/192KHz) D/A converter.

· Burr-Brown’s PCM-1732 (24Bit/96KHz) D/A conversion / HDCD decoder.

· 3 kinds of linear digital filter available, providing 3 different kinds of sound effect.
· 2 separate sets of power transformer: one for the power supply and another for the analog circuit.
· Separated power supply circuit for main clock circuit. More stable supply reduces the linear distortion caused by the error of clock time base.
· Re-designed D/A circuit reduces the noise of channels.
· Aluminum alloy metal case. Adjustable spikes to score a horizontal level of the device. 
· . Full functional alloy cyber remote controller.

· Latest version of LED display makes the eyes more comfortable.

. RCA output X 1 set

. Digital coaxial output X 1 set

. S/PDIF output X 1 set.

. Power socket X 1 set

. Output level



    1.9V

. Frequency response


5Hz~20kHz 

. Distortion and noise

        0.002%(-60dB) 

. S/N ratio 



>102dB

. Dynamic range



110dB 102dB(HDCD)

. Digital output characteristics         S/PDIF standard     

. Power requirements


220VAC±5%, 50/60Hz

. Dimensions (W, H, D): 450 X 110 X 320(MM)

. Net Weight





    10.5kg
from van Eck: the Nederland Hifi guru

I forgot to mention but the new power supply for the clock does work fro the 2008F. You can hear the better timing and especially the percussion sounds reflecting against the recording room walls. Great improvement. Having separate clocks for each channel and a fully balanced setup for the Leonardo looks like a very good move to boost sound quality and sales.
----------------------------------------------------------------------------------------------------------------------------------

Leonardo A9.3  the best CD player in Chinese history 

· PHILIPS VAM12 laser pick up( improved by Original).

· Philips CD7-II digital servo system.

· Burr-Brown’s PCM-1792( 24Bit/192KHz) D/A converter.

· Two kinds of linear digital filters are provided (can be selected by using of remote controll to 

· get two different sound effect).

· Two sets of isolated power transformers for the digital and analog circuits separately.

· All balanced circuit design. Independent PCM1792 for each channel.

· Independent power supply for clock circuit makes clock circuit very stable and reduce linear distortion caused by error of clock time base.
· .Innovative D/A circuit further reduces the noise of the channels.

· .Innovative LED is more comfortable to the eye.

· .Top Loading style aluminum alloy plate.

· Aluminum alloy metal case. Adjustable spikes to score a horizontal level of the device..
· Aluminum alloy remote controller

· Output level


      1.9V

· Frequency response

 5Hz~20kHz 

· Distortion and noise

  0.0015%(-60dB) 

· S/N ratio 



  >105dB

· Dynamic range


  120dB  

· Digital output characteristics   S/PDIF standard     

· Power requirement:

   220VAC ±5%, 50/60Hz

· Dimensions(W,H,D) :          430 X 130 X 320mm
· Weight



   13.2kg
· Full functional alloy cyber remote controller.
· One set of balanced output connector.

· One set of RCA output connector.

· One set of Digital coax output connector.

· One set of S/PDIF output connector.

· One set of power input connector.
Jungson Moon Bay SACD-2  tube sacd player 2005/8/29
◆SONY  KHM-280AAA laser and servo system。

◆ advance disc monitoring system ensure effectively ,fast and accurate reading。

◆latest SONY SACD decoder chips ----CXD2753R

◆BBCompany D/A convertor  IC（PCM1738）。

◆ I/Vexchange BBCompany high speed IC----OPA2604

◆ filter and output channel adapted pairing matching parts。

◆ power supply in Jungson conventional Class A format
◆ high precision transformer
◆ MOSFET sound tuning circuit
◆  3 X6922EH tube

◆ total antivibration antimagnetic aluminium heavy metal case
Final conclusion update
The best money worth: Original A8T tube CD player & 2008F

The best analytical cyber look cdp: Original 2008 & 2008F

The best money can buy sonic performance around USD1000: Doge / Lua Appassionado

…..if Consonance 2.2 is 75% then the marking for this Appassionado is 90%

The top cdp in china Leonardo 

The best economic cdp: Original CDP a6s…faded out from market already

The best resellable famous cdp Jolida JD100 and Cayin cdt17a

The best value cdp with XLR output Esound E5a but out of production

The best buy sacd player: Jungson Moon Harbour tube SACDP

The highest failure rate CDP: Jolida JD100

The longest waiting list: Xindak scd2..good sound performance but skidding track makes long waiting

The highest reliable cdp manufactory in china : Original

CD 2008F

.采用PHILIPS VAM12系統激光拾取器
.采用PHILIPS CD7-II數字伺服系統
.采用BB PCM1792 (24Bit/192KHZ)數/摸轉換器
.采用BB PCM1732(24Bit/96KHz)數模裝換器，作爲HDCD的獨立解碼器
.提供三種綫性數字濾波器，可以通過遙控器進行選擇使用(三種不同聲音效果）
.兩組電源變壓器，分別提供數字電路電源和模擬電路電源
.獨立的時鐘電路電源，使時鐘電路工作更穩定，改善了因時基誤差所造成的綫性失真
.重新設計的數/模電路，進一步降低了通路噪聲
.全鋁合金外殼，可調節脚釘
.全合金遙控器
.新型光電顯示管，給眼睛帶來更好的舒適感
.一組RCA輸出端子
.一組數字同軸輸出端子
.一組數字光纖輸出端子
.一組電源輸入插座
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